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256 C-2 LED MAGNET SHORT DOME BEACON - AMBER256TSLM-A

256TSLM-C

FLANGE or PIPE MOUNT - PIPE SIZE - 1-11
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256TCLM-C

256 C-2 LED MAGNET TALL DOME BEACON - AMBER

256 C-2 LED MAGNET TALL DOME BEACON - CLEAR

REV. ECR DESCRIPTION

256 C-2 LED MAGNET SHORT DOME BEACON - CLEAR

256 C-2 LED VAC MAGNET SHORT DOME BEACON - CLEAR

-

 12-24V MODELS AVAILIBLE

MODEL DESCRIPTION

256TCL-A 256 C-2 LED TALL DOME BEACON - AMBER

256TCL-C 256 C-2 LED TALL DOME BEACON - CLEAR

256TSL-A 256 C-2 LED SHORT DOME BEACON - AMBER

256TSL-C 256 C-2 LED SHORT DOME BEACON - CLEAR

256TCLV-A 256 C-2 LED VAC MAGNET TALL DOME BEACON - AMBER

256TCLV-C 256 C-2 LED VAC MAGNET TALL DOME BEACON - CLEAR

256TSLV-A 256 C-2 LED VAC MAGNET SHORT DOME BEACON - AMBER

256TSLV-C

 12V ONLY MODELS AVAILIBLE
MODEL DESCRIPTION

256TCL-12V-A 256 C-2 LED TALL DOME BEACON - AMBER

256TSL-12V-A 256 C-2 LED SHORT DOME BEACON - AMBER

256TSL-12V-C 256 C-2 LED SHORT DOME BEACON - CLEAR
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A

•  GASKET and MOUNTING HARWARE INCLUDED
•  MOUNTING:  SURFACE OR POLE or MAGNET
•  DOME:  POLYCARBONATE  
•  BASE:  POLYCARBONATE

- MECHANICAL:
•  SAE CLASS II

•

•  REQUIRES 5 AMP FUSE

- APPROVALS
 SAE CLASS II

 BASE:  POLYCARBONATE
- MECHANICAL:

 DOME:  POLYCARBONATE  

 GASKET and MOUNTING HARWARE INCLUDED

- ELECTRICAL

•
•

     -- 12V ONLY PRODUCT INFORMATION --

FOR OTHER CLASS 2 BEACONS 
SEE MODEL DRAWING 240 C-2

- APPROVALS

 VOLTAGE:  10 -16VDC•
 AMP DRAW:  0.43 MAX •

•

 MOUNTING:  SURFACE OR POLE or MAGNET

•

•  28 FLASH PATTERNS
•  CIG PLUG LENGTH - 12' 
•  WIRE  - 18AWG  6" LONG

                GREEN - PATTERN SELECT
                RED - + POWER
                BLACK - NEG. GROUND

•  3-WIRE CONNECTION or CIG PLUG 

          -- 12-24V PRODUCT INFORMATION --
- ELECTRICAL

 VOLTAGE:  10 -30VDC•
 AMP DRAW:  AVG. 0.4A•
 REQUIRES 5 AMP FUSE•
 3-WIRE CONNECTION or CIG PLUG •

                BLACK - NEG. GROUND
                RED - + POWER
                GREEN - PATTERN SELECT

 WIRE  - 18AWG  6" LONG•
 CIG PLUG LENGTH - 12' •
 28 FLASH PATTERNS•
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